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SANITARY WASTE 7

FLOOR DRAIN CHEMICAL
FLOW CONTROL
METER SYSTEM
CHEMICAL 3/8" PLASTIC
PUMPS TUBING (TYP)

FINISHED FLOOR

CHEMICAL
SRS DECHLORINATION

WATER TREATMENT
SYSTEM DETAIL

/

‘[ ] SCH 40 (GALV)
DRAIN

3/4” TEST PORT
(PLUGGED)

1/2” SAMPLING
VALVE (PLUGGED)
FLOW METER
TRANSMITTER
FLOOR SINK TO
SANITARY WASTE

SCALE: NONE

NOTE:

1. SEE SHEET 3 FOR DESIGN NOTES.

4R
—/

D

KEYED NOTES

(1) THREAD END OF PIPE AT AR GAP.

(2D 3/4” THREADED PIPE CAP.
(3D FURNISHED WITH CONTROL SYSTEM.

(4D MOUNT BOTTOM OF CONTROL CABINET
4'—8" AFF.

(5 DECHLORINATION LINE (3/8” PLASTIC

TUBING) REQUIRED ONLY WHEN ESH-18
ALLOWS DISCHARGE TO A PERMITTED
OUTFALL.

@MOUNT ON HORIZONTAL PIPE NEAR THE
3 OR 9 O’CLOCK POSITION — MINIMUM
STRAIGHT PIPE LENGTH 10" UPSTREAM
AND DOWNSTREAM OF TRANSDUCER.
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CHEMICAL WATER TREATMENT SYSTEM
FOR OPEN COOLING TOWERS

WATER TREATMENT SYSTEM DETAIL
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